Datasheet

Product:

Overview

Dimensions

Networking Interface
Form Factor
Compute Capacity

Management Application

Hardware

Max. Power Consumption
Power Method

Supported Voltage Range
Processor

Memory

On-board Storage
Management

Display

Weight

Enclosure Material

Button

Ambient Operating Temperature

Ambient Operating Humidity

Al-Key

134.2 x131.2x 33.7 mm
(5.3x5.2x1.3"

(1) GbE RJ45 port
Compact desktop
1,800 smart detections / hour

UniFi Protect

45W

PoE++

50-57V

Arm® Cortex®-A78AE v8.2
16 GB LPDDRS

256 GB SSD

Ethernet

(1) 1.3" touchscreen
6359 (1.4 1b)

Aluminium alloy

(1) Factory reset

-5t0 40° C (23t0 104° F)
510 95% noncondensing
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NDAA Compliant v
Certifications FCC, IC, CE
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1.3" touchscreen Generate detailed descriptions
with AR switch management for detection events with NeXT Al

| |

Search for events using Enable face and license plate recognition
natural language on G5/G4 series cameras
Sharpen face recognition images Transcribe speech
for enhanced identification events

|
]

GbE RJ45 PoE++ in Reset
port button
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Cloud Gateway

Camera Security

Professional Switch
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