Datasheet

Product:

Mechanical

Dimensions

Installation Size
Weight

Enclosure Material
Mounting Material

Mounting

Audio

Output

Drivers

Frequency

Nominal Impedance
Sensitivity (1W@1m)
Max. SPL

Nominal Coverage

Hardware

Networking Interface
Power Method

Max. Power Consumption

UP-AI-Speaker

268.5x 192 x 83.5 mm
(10.6 x 7.7 x 3.3")

84.7 mm (3.3")

1.6 kg (3.5 1b)
Polycarbonate
Polycarbonate, metal plate

Surface mount (Default)
Flush mount (Optional)

Mono sound

3" Full-range

150 Hz — 20k Hz, +5dB

4 Ohms

87dB

100dB @ 1Tm (Max. level)

90° axisymmetric

(1) 10/100 MbE RJ45 port
PoE++

7 33W
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LEDs

Button

Ambient Operating Temperature
Ambient Operating Humidity
NDAA Compliant

Certifications

v

(1) Factory reset

0to 40° C (32to 104° F)
10 to 90% noncondensing
v

FCC, IC, CE

/
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2685 mm

192 mm

100dBSPL speaker

System LED

Latch cap
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10/100 MbE RJ45
PoE++ input

Surface and flush*

mount installation

Reset button

*Flush mount sold separately.
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Cloud Gateway

Al Speaker

Professional Switch
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