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Product:

Overview

Dimensions

Uplink

WiFi Standards

Mechanical
Weight

Enclosure Material

Features
WAN

WiFi

Ethernet

USB Tethering

VPN Client

OpenVPN

WireGuard

Networking

UTR-LR

96 x 65X 19.5 mm
(3.8x2.6x0.8"

(2) GbE RJ45 ports
WiFi
USB Tethering (i0S/Android)

WiFi 5

126 g (4.4 0z)

Polycarbonate

/

AXILOGI
—


https://www.axilogi.com/ubiquiti-networks_c110.html
https://www.axilogi.com/ubiquiti-networks_c110.html

Datasheet

Supported Data Rates

802.11ac (WiFi 5) 6.5 Mbps to 866.7 Mbps (MCSO0 - MCS9 NSS1/2, VHT 20/40/80)
802.11n 6.5 Mbps to 300 Mbps (MCSO0 - MCS15, HT 20/40)
802.11g 6,9, 12, 18, 24, 36, 48, 54 Mbps
802.11b 1,2,5.5,11 Mbps
Hardware
Management Bluetooth
Max. TX Power 2.4G: 20 dBm
5G: 23 dBm
WiFi MIMO 2x2
Max. Power Consumption 5W
Power Method USB-C
Power Supply USB-C, 5V/2A (Adapter not included)
Display 1.14" status display
Buttons (1) Factory-reset
Ambient Operating Temperature -10to 40 °C (14 to 104 °F)
Ambient Operating Humidity 5to0 95% noncondensing
NDAA Compliant v
Certifications CE, FCC, IC
Antennas
Type Embedded WiFi antennas
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Super Antenng =
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. Builtin WireGuard
& VPN support
114" status display
Integrated
dual-band WiFi
_‘—‘—‘—‘__—‘—H

AXILOGI


https://www.axilogi.com/ubiquiti-networks_c110.html
https://www.axilogi.com/ubiquiti-networks_c110.html

Datasheet

USB-C port for USB tethering
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Lanyard attachment USB-C power input u

(2) GbE RJ45 ports
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96 mm
Recessed
: — reset
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Travel Router
Long Range @
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